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PARAGON SITES

e USA - PARAGON CORPORATE - WARREN MICHIGAN

e USA - PARAGON ATLANTIC — CHARLOTTE — NORTH CAROLINA
* USA - PARAGON GREAT LAKES — WARREN MICHIGAN

* USA - PARAGON PACIFIC — HENDERSON - NEVADA

e CANADA - PARAGON CANADA — STONEY CREEK — ONTARIO

* EUROPE - PARAGON TECHNOLOGIES EUROPE — RUKEVORSEL - BELGIQUE
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REPARATIONS VANNES SERVO ET PROPORTIONELLE — 3 BANCS D’ESSAL.
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REPARATIONS VANNES SERVO ET PROPORTIONELLE — DETAIL BANCS D’ESSAI
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RAPPORTS D’ESSAI EXAMPLES

FLOW DIAGRAM

Noasymmctry of Gain: 7.3 (%)

b Gain: 260 fmin/V
Shift: 45 61/min
Nouliseary: 025V (6.2% af rated signalj
40}
200
£
= B
= 0r - ——
£
2
204
a0t
F; o
-
) S— . - — PR —
5 - -3 2 -4 [ 1 2
Coatrol (V)

Spool Position

SPOOL POSITION DIAGRAM

Gain; 1 VY
Shifi: L0647V

s L L L L L

o8 8 4 2 0 2 4
Control (V)

PARAGON

€5 ra0sg

Valve madel: AWRTE 16 Wo 2005 SSBE2KIIAIM
Senial number: FIy: 48421

Prncipe: o stage fipe

Spool posstion transducer. 10V

Coanection: pesitrve. undividual

Nominal control signal: 4.5 . 4.5V

TEST CONDITIONS

System pressure: 70bar (no lowd conditions)
Test amplirode: 4.5
Ol vemgerature: 12°C

(100% of nowminal control sigaal)

TEST RESULTS

DSS cormection (negative): made as 0.41H:
Flow at 4 5V: .42 SLAnin

Flow at +4.5V: + 74 dL/min

Date: 1-10:2009 11:14
Operator: 4575
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Valve model: {WRTE 16 W6-2008-d56E24K3 1A TM
Seriul number: FI: 48427

Principe: twe stage type

Spool position transducer: 20V

Connection: positive, individual

Nominal control signal: - /... 10V

TEST CONDITIONS

Syslem pressure: 70bar {coniral pors blocked)

Test amplitude: 10V ¢ 100% of nominal control signal)
Ol temperature: 32°C

TEST RESULTS
Spool position at -10.0V: -/.0V
Spoal position at +10.0V: +10.0V

Date; 1-10-2019 11:26.
Operator: WHS73

Leakage Test

Variation of leaks
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Valve model: 4WRTE 16 W6-2005-45/6E24K3 1A TM
Seriul number; F1: 48427

Principe: fwo sfage type

Spoal position transducer: #/0V

Connection: posiiive, individual

Nominal control signal: <10 .. {06V

TEST CONDITIONS

System pressure: 70kar (control port blacked)

Test amplitude: 10V ( 100% of nominal control signal)
Oil temperature: 32°€

TEST RE
Masximal leakage: +0./ Lfnin
Hysteresis of leakage: 29.2% of rated signal

Date: }-10-2009 11:26.
Operator: 94573
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Valve model: 4WRTE 16 W6-2005-45/6E24K3 1A TM
Seriul number; F1: 48427

Principe: two sfage ype

Spool position transducer: 2/0V

Connection: pasiiive, individual

Nominal control signal: -1 . GV

TEST CONDITIONS

System pressure: 70bar {contral port blocked)

Test amplitude: 10V (100% of nominal control signal)
Oil temperature: 32°C

TEST RESULTS
Hysteresis of pressure: £2.9% of ruted vignal

Date: }-10-2009 11:26.
Operator: 94573
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REPARATIONS VANNES SERVO ET PROPORTIONELLE — MARQUES:

*Abex
*Atchley
*Bosch
*Dynamic
*Moog
*Oilgear
*Parker
*Rexroth
*Vickers
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REPARATIONS VANNES SERVO ET PROPORTIONELLE — EXEMPLES
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REPARATIONS VANNES SERVO ET PROPORTIONELLE — EXEMPLES
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REPARATIONS PROCEDURES VANNES SERVO

Nos procédures de réparation :

e Inspection visuelle et évaluation sur banc d’essai comparant toutes les
spécifications a celles du fabricant.

e Démontage.

e Toutes les pieces sont inspectées et vérifiées pour s'assurer qu'elles respectent
les tolérances et les spécifications du fabricant.

e Chaque partie est soigneusement nettoyée.

e Le moteur couple est démonté y compris les fils et les aimants.

e Les pieces défectueuses sont remplacées par des pieces d'origine.

e Chaque aimant est a nouveau magnétisé a la puissance correcte

e Le couple moteur est complétement reconstruit.

e Toutes les buses sont définies

e La vanne est montée avec de nouveaux joints.

e Test fonctionnel

e Réglage et calibration du couple moteur, du débit et de |la pression

e Les graphiques de test
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REPARATIONS VANNES SERVO ET PROPORTIONELLE

Exemples modeles Bosch-Rexroth:

4WE 6
4WEH 10
4WEH 16
4WEH 22
4WEH 25
4WEH 32
4WRA 6
4WRA 10
4WRAE 6
4WRAE 10
4WRAEB 6
4WRAP 6
4WRBA 6
4WRBA 10
4WRBKE 10
4WRBKE 16
4WRBKE 27
4WRBKE 35

4WRD 10
4WRD 16
4WRD 25
4WRD 35
4WRDE 10
4\WRDE 16
4WRDE 25
4\WRDE 27
4WRDE 32
4WRDE 35
4WRE 6
4WRE 10
4WREE 6
4WREE 10
4WREF 6
4WREF 10
4WREQ 6
4WREQ 10

4WRGE 10
4WRGE 16
4WRGE 25
4WRK 10
4WRK 16
4WRK 25
4WRK 32
4WRK 35
4WRKE 10
4WRKE 16
4WRKE 25
4WRKE 27
4WRKE 32
4WRKE 35
4WRL 10
4WRL 16
4WRL 25
4WRL 27

4WRL 35
4WRLE 10
4WRLE 16
4WRLE 25
4WRLE 27
4WRLE 35
4WRP 6
4WRP 10
4WRPE 6
4WRPE 10

4WRPEH 6
4WRPEH 10

4WRSE 6
4WRSE 10
4WRSEH 6

4WRSEH 10

4WRTE 6
4WRTE 10

4WRTE 16
4WRTE 25
4\WRTE 27
4WRTE 32
4WRTE 35
4WRZ 6
4WRZ 10
4WRZ 16
4WRZ 25
4WRZ 32
4WRZ 52
4WRZE 10
4WRZE 16
4WRZE 25
4WRZE 32
4WS2ED 6

4WSE2EM6
4WSE2EM10
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REPARATIONS VANNES SERVO ET PROPORTIONELLE

MOOG

Type
62-1xx
62-3xx
72-xxx
73-xxx
76-xxx
760-xxx
77-xxx
78-xxx
79-30x

SM4-10
SM4-15
SM4-20
SM4-40

641
642
643
644
645
650
651
652
656

660-665
D761
D769
79-1
79-2
765

88

631

691

Andere merken
ATCHLEY
DYNAMIC
OILGEAR
PARKER
PEGASUS
SUNDSTRAND
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Merksplassesteenweg 91/Unit1
2310 Rijkevorsel

Belgique

Tel.: +32 3 3130263

Email: info@paragontech.be

Et bien d’autres possibilités de réparation possible. Contactez-nous.
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